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PVd Prosecs Vana Donanim San. ve Tic.ltd. §ti.

pvd Wd.$ti. 1985 yilinda kurulmustur.
Uretim, ithalat ve ihracat yapmaktadir.

Uretimde SOLENOID VALFLER, PNOMATIK AKTUATORLER,
PATLAC VALFLER, SINIR SALTER KUTULARI (SWITCHBOX)
PISTONLU VANALAR ve KONTROL VANALARI yer alir.
Ayrica Elektrikli Akttatoérler, Pozisyonerler, Pinch Vanalar ve
Proses 6l¢l- kontrol cihazlarn konusunda temsilcilikleri
vardir.

Calismalarini Sirketin sahip oldugu Serifali/Umraniye’deki
1200 m2 kapal ve 1000 m2 acik kullanim alani olan kendi
yerinde surdidrmektedir.

pPvd Wd.Sti. yurt icindeki 50’dan fazla ve yurtdisindaki 16
bayisi ile satislarini yayginlastirmaktadir.

Temsilcisi Oldugumuz Firmalar /Representatives pYd Wd.$ti. established in 1985, serves lots of industrial
establishments in and out of the country by producing,

”'c exporting and importing.
e Aroton Brand Solenoid Valves, Pneumatic Actuators, Dust (Pulse) Valves,

Switch Boxes, Pneumatic Piston Valves and Control Valves

A E [EE @ﬁ@ are in our product range.

—— Besides manufacturing PVD serves Electric Actuators,
§@ Positioners, Pinch Valves and  measuring control
v ® o o ® instrumentation to customers.
ER% Bo.ﬂ%ﬂ! At the moment, pvd , which continues its activities in a factory
building of 1200 m2and continuously enlarges its service net
NERGA FHAKWD with more than 50 domestic and 16 international distributors.
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SOLENOID VALFLER / SOLENOID VALVES

6

Solenoid Valfler, elektrik enerjisi ile galisir ve akiskanin otomatik
olarak  kontrol edilmesi gerektigi her yerde
kullaniimaktadir.Teknolojinin gelisimine uygun olarak kullanma
alanlan daha da artmaktadir.

Solenoid Valfler, elektrik enerjisinin bir bobin yardimiyla
olusturdugu manyetik alanin bir takim parcgalari hareket ettirmesi
prensibinden yararlanarak gelistirilmislerdir.

istenilen prosese gére Solenoid Valfler 2 veya daha ¢ok yollu
ve degisik olgulerde Uretilirler. Kullanilacak elektrik enerjisinin
degeri de yine prosese gore 6, 12, 24, 48, 72, 110, 220V AC
veya DC olarak segilebilir.

Solenoid Valflerde yaygin olarak kullanilan gévde malzemesi
piringtir, (MS 58), ancak 6zel olarak paslanmaz celik, bronz,
ddékme demir, celik veya plastik gbévdeli solenoid valfler de
Uretilmektedir.

Calisma prensibine gére Solenoid Valfleri, direk gekmeli ve pilot
kumandali olarak iki ana grupta toplamak mimkuindur. Ayrica
akiskan cinslerine gére de Solenoid Valfleri gesitli gruplara
ayirabiliriz. Bunlarin disinda Solenoid Valfler elektrik varken
acik ya da kapal olarak tasarlanabilirler. Bu valfin Normalde
Acik veya Normalde Kapali durumu olarak belirtilir.

Solenoid valves are operated with the power of electric and
used almost everywhere where the fluids are controlled
automatically. Parallel to the technologic development it fields
of usage have been increasing.

Solenoid valves have been derived from the principal that a
magnetic field, formed by the electric energy with the help of
a coil, moves some mechanic parts.

Depending on the project Solenoid Valves can be produced
with 2 or more ways and in different sizes. Also the electric
supply can be 6, 12, 24, 48, 72, 110, 220 V AC or DC according
to project.

In solenoid Valves the widely used body material is brass, but
stainless steel, bronze, cast iron, steel or plastic body valves
can be produced as well.

According to working principle Solenoid Valves can be classified
into two main groups as ‘Direct Acting’ and pilot operated.
Besides, these valves can be classified according to fluid types.
Apart from these Solenoid Valves can be designed as on or off
when electricity is on. This is mentioned as the valve is Normally
Open or Normally Closed.
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®
PVd SOLENOID VALFLER / SOLENOID VALVES

T-GM100 GENEL MAKSAT SOLENOII? VALFL.E.RI
su, hava, asal gazlar, hafif yaglar vb. igin
-20/+80°C)

... . GENERAL PURPOSE SOLENOID VALVES
for water, air, inert gas, light oil etc.

su hava gaz yag
water  air gas oil

m €& C€

mazot
diesel

2 veya 3 yollu, NK, direkt cekmeli, dlculer: 1/8" - 1/4"
2 and 3 way, NC, direct operated, sizes: 1/8" - 1/4"

2 yollu, NK, direkt cekmeli, buyuk orifisli, élctler: 1/8" - 1"
2 way NC, direct operated, large orifice, sizes :1/8" - 1"

2 yollu, NK veya NA, pilot kumandali, diyaframli, élgler :3/8" - 3"
2 way, NC or NO, pilot operated, with diaphragm, sizes :3/8" - 3"

T - BU 200 BUHAR SOLENF)!D VALFLERI

kizgin su, buhar igin
(+100/ + 160 °C

. @ c E STEAM SOLENOID VALVES
for hot water, steam
kizgin su buhar

boiled steam
water

2 yollu, NK veya NA, direkt cekmeli, élguler:1/8" - 1/4"
2 way, NC or NO, direct operated, sizes :1/8" - 1/4"

2 yollu, NK veya NA, pilot kumandali, diyaframli, él¢ller :3/8" - 2"
2 way, NC or NO, pilot operated, with diaphragm, sizes :3/8" - 2"

NK: Normalde Kapali, NA: Normalde Acik / NC: Normally Closed, NO: Normally Open

www.pvd.com.tr
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PVd SOLENOID VALFLER / SOLENOID VALVES
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14

T - VA 300 DUSUK BASING ve VAKUM SOLENOID

VALFLERI
-20/+80°C) su, hava, asal gazlar, hafif yaglar vb. icin
... LOW PRESSURE and VACUUM
su - hava  gaz SOLENOID VALVES

water  air gas

- @ c € for water, air, inert gas, light oil etc.

yag
oil

2 yollu, NK, direkt cekmeli, élguler: 1/8 " - 1"
2 way NC, direct operated, sizes :1/8" - 1"

T - YA 400 YAKIT SOLENOID VALFLERI

(-10/+ 160 °C) fuel oil, hidrolik yag icin
FUEL SOLENOID VALVES
@c € for fuel oil, hydraulic oil
yag kimyasal
oil malz.
chemicals

2 veya 3 yollu, NK veya NA, direkt gcekmeli, élguler :1/8" - 1/4"
2 or 3 way, NC or NO, direct operated, sizes :1/8" - 1/4"

2 yollu, NK veya NA, pilot kumandali, diyaframl, élguler :3/8" - 2"
2 way, NC or NO, pilot operated, with diaphragm, sizes :3/8" - 2"

2 yollu, NK veya NA, pilot kumandal, diyaframli, élctler :3/8" - 2"
2 way, NC or NO, pilot operated, with diaphragm, sizes :3/8" - 2"

NK: Normalde Kapali, NA: Normalde Acgik / NC: Normally Closed, NO: Normally Open

www.pvd.com.tr S
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PVd SOLENOID VALFLER / SOLENOID VALVES

17

20

21

T - 600 SS PASLANMAZ CELIK SOLENOID VALFLER

su, hava, kimyasal maddeler, gida vb. igin

(-20/+160°C) STAINLESS STEEL SOLENOID VALVES
for water, air, chemicals, food etc...

DEN- @ ANA&CE

su hava  gida kimyasal yiksek yiksek
water air food malz. basing sicaklik

chemicals high high
pressure tempereture

2 veya 3 yollu, NK, direkt cekmeli, dlgtler :1/8" - 1"
2 or 3 way, NC, direct operated, sizes :1/8" - 1"

OZEL CEKME SOLENOIDI
Q Strok : 15 mm
Q0 Calisma Gerilimi 24 V DC

SPECIAL HOLDING SOLENOID
Q Stroke: 15 mm
Q Supply Voltage : 24 V DC

ZAMAN ROLELIi SOLENOID VALFLER

Zaman rdlesi, takildigi solenoid valfi belirlenen zaman
araliklarinda calistirir ve durdurur.

SOLENOID VALVES WITH TIMER

Timer operates the solenoid valve in adjusted times.

ZAMAN ROLESI

Model : T - EZ - 1

4 Calisma Arahgi : 0.5 - 10 sec.  Q Bekleme Arahgi : 0.5 - 45 dk.
TIMER

Model : T-EZ - 1

Q Operating time : 0.5 - 10 sec. Q Waiting time : 0.5 - 45 min.

NK: Normalde Kapali, NA: Normalde Acik / NC: Normally Closed, NO: Normally Open

¢ 143

gaz
gas

Kaynak makinasi solenoid valfleri (CO , ve Argon gazi igin)
Welding machine solenoid valves (for CO,and Argon gas)

Kapak Kilit Valfi / Door Lock Valve

U Bobin Gerilimi: 12, 24,110, 220 V AC/DC
4 Coil Voltage : 12, 24, 110, 220 V AC/DC

www.pvd.com.tr



OZEL TiP SOLENOID VALFLER
SPECIAL PURPOSE SOLENOID VALVES

KOMPRESOR SOLENOID VALFLERI

-20/+80°C) sicak ve yagl hava icin
.O
. . @ c € COMPRESSOR SOLENOID VALVES
M ok for hot and oily air

hot
air

2 veya 3 yollu, NK veya NA direkt cekmeli, élguler :1/8" - 1/4"
2 or 3 way, NC or NO direct operated, sizes :1/8" - 1/4"

22

2 yollu, NK veya NA, pilot kumandali, diyaframl, élgller :3/8" - 1"
2 way, NC or NO, pilot operated, with diaphragm, sizes :3/8" - 1"

is makinalari
business machines

2 veya 3 yollu NK, direkt gekmeli grup solenoid valfler, 1/4" - 1/8"
2 or 3 way, NC direct operated grup solenoid valves ,1/4" - 1/8"

92:C¢

su sulama
water irrigation

Sulama sistemleri igin blyuk 6l¢t Solenoid Valfler, 3"
Large size Solenoid Valves for irrigation systems, 3"

NK: Normalde Kapali, NA: Normalde Agik / NC: Normally Closed, NO: Normally Open

COMETAL NYLON SOLENOID VALFLER
COMETAL NYLON SOLENOID VALVES

Sulama sistemleri igin NAYLON 1",11/2" 2" 21/2" 3" Solenoid Valfler.
Solenoid Valves for NAYLON 1", 11/2", 2" 21/2" 3" jrrigation systems

NK: Normalde Kapali, NA: Normalde Agik / NC: Normally Closed, NO: Normally Open

www.pvd.com.tr 7



PATLAC (HAVA SOKLAMA ) VALFLERI
DUST BAG SHAKER VALVES

VB E&CE

Bunker hava
2ir

Kullanildigi Yerler: Torbali filtreler (Jet Filtre), Bunkerler. (Hava igin)

Sicaklik :-10/80°C
Application : Dust Filters (jet filters), bunkers. (Air)
Temperature :-10/80 °C

Basing B: Bobinsiz Modelleri Belirtir.

Model 6| 7 B: Models without coil
¢ Pressure | . peyoriu Modelleri Belirtir.

Size (Bar) R: Coupling models
T - PAT 500 G 3/4" BR: Bobinsiz ve Rekorlu Modelleri Belirtir.
T - PAT 501 G1" BR: Models without coil and with coupling
T- PAT 501 28 T - PAT 502 G11/2"
T - PAT 501.R G1" 05-8

T - PAT 500.B | G 3/4"
T-PATS501.B | G1"
T-PAT502.B | G11/2"
T-PAT501.BR| G 1"

Tanim : Patlag valfler, basingli havanin hizli bir sekilde bosaltilarak, sok hava
darbeleri olusturmasi istenen sistemler igin gelistiriimistir. Patlag valfler de,
diger iki yollu solenoid valfler gibi calisir, fakat giris ve ¢ikis baglantilari 90°
aci olusturur. Bu nedenle havayi darbe (sok) seklinde génderme 6zelligi vardir.
Onun igindir ki hava soklama valfi (Patlag Valf, Jet Filtre Valfi) adi ile bilinir.

Definition : pvd dust bag shaker valves are designed for the systems that
29 discharges pressured air swift and produce air strokes as shock. It operates
in the same way with other 2-way solenoid valves.But input and output
connections are perpendicular (90°) to each other. So it sends air as
stroke(shock), and it is also called Air Shock (Jet Filter) valve.

PATLAG VALF ZAMAN ROLESI / DUST VALVE TIMER

Zaman roleleri filtre temizleme zamanlayicisi

Model Aciklama olarak kullaniimak Uzere tasarlanmistir.

Description | Ayarlandi§i zaman siirelerine gére Patlag

T-2ZR- 8] 8 Glash/Ouiout] L iier nerlenine Patiag
ji irirler. i jileni

T-ZR- 16|16 Gikish /Output Valfler sok halinde hava darbeleri olustururlar.

T - ZR - 24| 24 Cikish /Output

Timers are designed in order to use in filter
T - ZR -32| 32 Cikish /Output| systems. According to the adjusted intervals,

timers are energize the coils of the dust
valves in sequence. When the coils of the
valves are energized it causes an air shock.

PATLAC VALF KONTROL KUTUSU
DUST VALVE CONTROL BOX

T- PAT 501.R

T- PAT 502

Model Aciklama / Description
T - KVK - 4 | Kontrol Kutusu (4’It) / Control Box
T - KVK - 5| Kontrol Kutusu (5’li) / Control Box
T - KVK - 6 | Kontrol Kutusu (6’li) / Control Box
T - KVK - 7 | Kontrol Kutusu (7’li) / Control Box
T - KVK - 8 | Kontrol Kutusu (8'li) / Control Box
T- KVK - 9| Kontrol Kutusu (9'lu) / Control Box

T - KVK -10 | Kontrol Kutusu (10’lu) / Control Box

Toza , suya ve diger etkenlere karsi Solenoid Bobin kisimlarini korumak igin
kullanilir. Bir kutuya 10 bobin sigdirilabilir.Buradan Patlag Valflere baglantilar
hortumla yapilir.

In order to protect the Solenoid Operators from dust, water or other effects

they are constructed in a control box. It can be up to 10 Solenoid operators.
Air connections will be done by hoses up to Dust Valves.

www.pvd.com.tr



® = . .
T - PVD PNOMATIK PISTONLU VANALAR
v T - PVD PNEUMATIC PISTON OPERATED VALVES

L CE

su hava gaz pypnar gda kimyasal
water  air gas steam food malz.
chemicals

A
A 'L " . .

— D> — W Govde Malzemesi : AISI 316 Paslanmaz celik

l; Aktliator Malzemesi : AISI 316 Paslanmaz celik
Galisma Sicakhgi : - 30 °C / +180 °C
Govde Dayanim Basinci : 40 bar
Sizdirmazlik Contasi : PTFE (istek izerine VITON, EPDM)
Konum : Normalde kapali ( NK)

Normalde Agik ( NA)

Baglanti : Disi disli (G), istenirse Flangli
Gerekli Hava Basinci : 6 bar

Body Material : AIS! 316 Stainless Steel
Actuator Material : AIS! 316 Stainless Steel
Working Temperature : - 30 °C / +180 °C
Pressure rating : 40 bar
Sealing : PTFE (on request VITON, EPDM)
Function : Normally Closed ( NC )
33 Normally Open ( NO )
Connection : Screwed female (G)

On Request Flanged
Required air pressure : 6 bar

on / off

Oransal

NORMALDE KAPALI (NK) VE NORMALDE ACIK (NA) TiPLERi VARDIR
NORMALLY CLOSED (NC) AND NORMALLY OPEN (NO) TYPES ARE AVAILABLE

6|_9u Tip G(gri?ﬁ%ipl gvigz:lganﬁ;rlgrl:::;?ec' Ak;_?o(vlsv) Kullanildig: Yerler
Size Type mm | (AP) Bar | m3/h m Gida Sanayi m Su
1/2" G|T-PVD 700 15 16 3.8 m Kimya Sanayi m Hava
3/4" G|T-PVD 701 20 10 8 m Makina Sanayi m Buhar
1""G T-PVD 702 25 6 15 B Demir Celik Sanayi ® Kimyasl Madde
11/4"G|T-PVD 703 32 12 23 lQimento Sanayi ® Gida
11/2"G|T-PVD 704 40 8 30 - "ag Sanayi m Gaz
2" G| T-PVD 705 >0 6 46 m Kozmetik Sanayi  m Petrol
1/2" G|T-PVD 700.1 15 40 3.8
3/4" G|T-PVD 701.1 20 30 8 Applications
1" G|T-PVD 702.1 25 20 15 B Textile Ind. m Water
A: Normalde acik (NA) Tipi igin eklenir B Food Ind. m Air
A: Add for Normally open (NO) type ® Chemical Ind. Steam

[

B Machine Ind. B Chemicals

® /ron and Steel Ind. M Food

B Pharmaceutical Ind. m Gas

B Cosmetics Ind. B Petroleum
m Acids

m many others

www.pvd.com.tr 9



3 Pozisyonlu / 3 Position

39

PNOMATIK AKTUATORLER / PNEUMATIC ACTUATORS

Pvd Pnématik aktliatorler; Kiresel,Kelebek,Plug Vanalar ve benzeri
90° ddnus hareketi yapan sistemlerde, hizli veya yavas agma ya
da oransal galisma icin glvenilir, az bakim gerektiren

bir elemandir.

Pvd Pnomatik Aktuatorleri, degisik olgulerde cift etkili, ve tek
etkili (yay doénUsll) olarak Uretilmektedir. Disli tahrik sistemi
sayesinde tum donds boyunca sabit bir tork degeri elde
edilmektedir. Bu, oransal kontrolll ¢alisma sistemlerinde aranan
bir 6zelliktir.

Standart Uretimin disinda, aktlatérler misteri istegine gére +%10
strok ayarli, 180° donUsliu ve 3 pozisyonlu (tam agik, yar acgik,
kapali) olarak da Uretilmektedir.

Ayrica solenoid valf, acik-kapali konum salteri (mekanik veya
elektronik), pozisyoner (pndmatik veya elektropnématik) gibi
aksesuarlarda istege bagl olarak aktliatérle montajli halde verilir.

pvd PNOMATIK AKTUATOR OZELLIKLERI;
Govde : Aliminyum extrlizyon, ylzeyi sertlestirilmis
(T-PA 32, 40, 50, 60, 70, 80, 90 ve 100 modelleri igin.)
Aliminyum dékidm ve epoxy boyali

(T-PA 125, 140, 160, 210, 270, 300 ve 350 modelleri igin.)
Pistonlar : Aliminyum doékim.

Mil : Celik (Kadminyum kapli) veya paslanmaz celik.
Sizdirmazlik Elemanlan : Nitril kauguk, -20°C / +80°C
Yataklama malzemeleri: EndUstriyel sert plastik

Pozisyoner ve limit switch baglantisi :. NAMUR
Standartlarina uygundur.

PYd Pneumatic Actuators, are powerful, reliable and compact
double rack and pinion units for use with ball, butterfly and plug
valves and any device requiring accurate fast or slow or
proportional 90° turn motion.

Pvd Pneumatic Actuators are manufactured in different sizes.
Both double-acting and single acting spring return type. Because
of the rack and pinion units, tork value is constant in complete
movement.

Besides standart manufacturing program, optionally pneumatic
actuators can be manufactured with +10% stroke adjustment,
180° turn and 3-position types.

As an accessory solenoid valve, limit switch(mechanical or

proximity type), positioner(pneumatic or electro-pneumatic) can
be installed over actuators optionally.

pvd PNEUMATIC ACTUATOR FEATURES;

Body Material : Extruded Aluminium, hard anodized
(for type T-PA 32, 40, 50, 60, 70, 80, 90 and 100)
Cast Aluminium and epoxy painted.

(For types T-PA 125, 140, 160, 210, 270, 300 and 350)
Pistons : Cast Aluminium

Pinion : Steel (cadmium plated) or stainless steel
Gasket : Nitrile rubber, -20°C / +80°C

Bearings : Easy sliding hard plastic

Actuator / Valve connections acc. to.......... 1SO
Solenoid valve connections acc. to............ NAMUR
Positioner and limit switch boxes acc. to...NAMUR

www.pvd.com.tr
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PNOMATIK AKTUATOR MODELLERI ve MOMENT DEGERLERI
Pv PNEUMATIC ACTUATOR MODELS and MOMENT VALUES

Dondiirme Moment Degerleri (p = 6 bar)
Torque Values (p = 6 bar)

Cift Etkili Akthatorler Tek Etkili Yay DontslU Akttatorler
Double Acting Actuators Single Acting Spring Return Actuators
o I;n:t;ezl . Nm (69bar) Model Nm (6 bar)
T-PA40CE 14 T-PA40TE 4
T-PAS50CE 29 T-PAS50TE 7
T-PA60CE 35 T-PAG60TE 13
T-PA70CE 64 T-PA70TE 21
44 T-PA80CE 88 T-PASOTE 32
T-PA90CE 130 T-PA90TE 44
T - PA 100 CE 180 T-PA100 TE 62
T - PA 125 CE 308 T-PA125TE 143
T-PA 140 CE 526 T-PA140 TE 254
T-PA 160 CE 802 T-PA160 TE 363
T-PA210CE 1579 T-PA210TE 780
T - PA 270 CE 3523 T-PA270TE 1868
T - PA 350 CE 6854 T-PA350TE 3071
45 PNOMATIK KURESEL ve KELEBEK VANALAR

PNEUMATIC BALL and BUTTERFLY VALVES

Pnomatik Kelebek Vanalar

On-off veya oransal

Su, hava, toz madde, kimyasallar, gida, deniz suyu vb.
Olguler : DN 25 ...DN 1000

Pneumatic Butterfly Valves

On-off or proportional

For water, air, dust material, chemicals, food, sea-water etc.
Size : DN 25...DN 1000

Pnématik Kiiresel Vanalar

On-off veya oransal

Su, hava, dogalgaz, LPG, kimyasallar, gida, vb. igin
Olgiiler : DN 8 (1/4")...DN 300 (12")

Pneumatic Ball Valves

On-off or proportional
For water, air, naturalgas, LPG, chemicals, food, etc.
Size : DN 8 (1/4")...DN 300 ( 12")

48 49
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SB - MH 52
042
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AT B =1
150 k80,

SB-MH-AL
Sinir Salter Kutusu
Limit Switch Box

? PNOMATIK AKTUATOR AKSESUARLARI
Pv PNEUMATIC ACTUATOR ACCESSORIES

NAMUR VALF 5 - Yolluveya 3 - Yollu
NAMUR VALVE 5- Way or 3-Way

Kompresérden gelen basingl havay ydnlendirmek icin kullanilr.

Bobin gerilimi : 12 - 24 - 110 - 220 V AC veya V DC olabilir.
istege bagl Ex-Proof

Calisma Basinci: 2 - 10 Bar.

Sicaklik : -10/+50°C

Used for controlling pressurized air coming from compressor.
Coil voltages can be : 12-24 - 110- 220 V AC or V DC;

Optionally Ex-Proof
Working Pressure : 2 - 10 Bar. Model | Aciklama / Description
Temperature :-10/+ 50 °C

N-525 (5/2 (5Yollu/5 Way)
N-323 |3/2 (3Yollu/3 Way)

SINIR SALTER KUTULARI
LIMIT SWITCH BOXES C €

Sinir salter kutulari, igindeki salterler (mekanik mikroswitchler ya da
proximity switch’ler ) vasitasiyla, aktiiatérin baglandigi vana ya da
klapenin acik-kapali konumlarinda sinyal verme gdrevi yaparlar.

Ozellikler;
Govde Malzemesi : Siyah ABS, Aliminyum (SB - MH - AL)
Seffaf Gosterge : Polikarbonat
Kutu Koruma Sinifi : IP 65
Salterler : Mekanik; Crouzet 250 V AC 16 A
Proximity MEFA ; IFM; PEPPEREL- FUCHS vb.

Sicakhik Araligi : -20 °C ... 80 °C
iste§e goére Ex-Proof sinir salter kutusu

Switch boxes, which include two switches ( mechanical or proximity ) are
indicate the “ open - close” position of the valves or dampers which
actuators are assembled.

Specifications;
Body Material : ABS Black, Aluminium (SB - MH - AL)
Transparent Indicator : Polycarbonate
Enclosure : IP 65
Switches : Mechanical; Crouzet 250 VAC 16 A
Proximity MEFA; IFM; PEPPEREL - FUCHS etc...
Temperature Range : -20 °C ... +80 °C
Optionally Ex-Proof limit switch box.

Sinir Salter Kutusu / Limit Switch Box

Model Aciklama / Description

2 Adet Mekanik Salterli ve Yiiksek Gostergeli

2 Each mechanical switches and with high indicator.
SB - PH 2 Adet Proximity Salterli ve Yiksek Gostergeli

2 Each proximity switches and with high indicator.

2 Adet Mekanik Salterli ve Yiiksek Gostergeli

2 Each mechanical switches and with high indicator.

SB - MH

SB-MH-AL

www.pvd.com.tr
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PVd YMYTe)=M VITES KOLLU DiSLi KUTUSU / MANUAL OVERRIDE

Pnématik Aktiator ile vana arasina takilan ve
gerektiginde elle agcip kapamayi saglayan unite.
Tork degerleri :180 Nm....48.000 Nm

Mounted between the Pneumatic Actuator and Valve
and used for controlling manually.
Torgue valves from 180 Nm....48.000 Nm

wp”
58
g Klp “KLD’’ MINI ELEKTRIKLI AKTUATORLU KURESEL VANALAR
“KLD”’ MINI ELECTRIC ACTUATED BALL VALVES
Vana Govdesi / Valve Body Piring, On/ Off / Brass, On/Off
Aktlator / Actuator ABS (PA-777 D), IP 54,
Pozisyon Géstergesi ve Manuel Kontrol
Agma Kapama Momenti / Torgue valve 2 Nm
Acma Kapama Siresi / Operating Time 5 -7 Saniye / 5-7 Sec
Ortam Sicakhigi / Ambient Temp. -20/+45°C
Galisma Gerilimleri / Supply Voltage 24V AC/DC, 4W ve 220 V AC, 50 Hz
Vana Calisma Basinci / 10 Bar (PN 10)
Valve Working Pressure
Vana Govdesi Dayanimi / 16 Bar (PN 16)
Valve Body Rating
Vana Galisma Sicakligi / -20/+100 C

Valve Working Temperature
Kullanim Alanlari / Applications Soguk Su, Sicak Su, Hava, Kimyasallar vb.
Water, Hot Water, Air, Chemicals

1SO 9001

®
ERS A Pnomatik - Hidrolik Valfler / Pneumatic-Hidrolic Valves

Votes

C7 SERISI 60| | AR-316 SERISI 62 ' V-316 SERISI 63

V- SERISi

Kilitleme-Kilitlenme. / Mandalli elden-Manuel yeniden kurma ( fazlalik yahut yedekli bobin )
Body port lockout / Latching / Manual reset / Redundant

www.pvd.com.tr 13



ELEKTRIKLI AKTUATORLER
ELECTRIC ACTUATORS NOAH

Actuation

P
T —
———

q

m Kelebek, Kuresel, Plug Valfler ile 90° donis
hareketi yapan sistemler igin.

m 30 Nm, 50 Nm, 90Nm déndirme kuvveti

m On - Off veya oransal ¢alisma

B [P 67 koruma sinifi

m 110 /220 V AC 1 faz (50/60 Hz)

B AC/DC 24 V cgalisma gerilimi

—

® For Butterfly, Ball, Plug Valves and quarter
turn systems

B 30 Nm, 50 Nm, 90 Nm moment valve

m On - Off or proportional working

B /P 67 Enclosure

m 110/220 V AC 1 faz (60/50 Hz)

m AC/DC 24 V supply voltage

m Kelebek, Kuresel, Plug Valfler ile 90°
dénus hareketi yapan sistemler igin.
®m On - Off veya oransal ¢alisma

® Elektrik Aktliatorli Kelebek Vanalar
Olguler : DN 25 (1")...DN 700 (28")
m Elektrik Aktiiatorli Kiiresel Vanalar
Olgiiler : DN 40 (11/2")...DN 400 (16")

B for Butterfly, Ball, Plug Valves and
quarter turn systems ‘
B On - Off or proportional working

B Electric Actuated Butterfly Valves
Size:DN25 (1")...DN 700 (28")

B Electric Actuated Ball Valves "
Size : DN 40 (11/2")...DN 400 ( 16") i

69
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v

m Koruma sinifi

® Ortam sicakhg
B Calisma gerilimi

m Limit switch
m Tork switch
m Elle kontrol

B Enclosure

ELEKTRIKLI AKTUATORLER
ELECTRIC ACTUATORS

- 1P 67
--20/+70°C
- 1 Faz 110/220 VAC, 50/60 Hz
3 Ph 380/440 VAC, 50/60 Hz
DC24Vv
- Acik/Kapali switch (250 VAC 15A)
- Acik/Kapali switch (250 VAC 15A)
- Mevcut anahtar ile

-IP 67

m Ambient temperature --20/+70 C

m Power supply

m Limit switch
m Force switch
m Manual operation

B Koruma sinifi
® Ortam sicakligi
m Calisma gerilimi

B | imit switch
Hm Elle kontrol

B Enclosure

m Ambient temperature - -20/+55 C

m Power supply

B [ imit switch
® Manual operation

- 1Ph 110/220 VAC, 50/60 Hz
3Ph 380/440 VAC, 50/60 Hz
DC24Vv
- Open/Close switch (250 VAC 15A)
- Open/Close switch (250 VAC 15A)
- Handwheel with switchable
declutchable lever

- 1P 67 B Koruma sinifi
--20/+55°C B Ortam sicakhgi
-1 Faz 110/220 VAC, 50/60 Hz m Calisma gerilimi

3 Faz 380/440 VAC, 50/60 Hz

DC24V B Termal Koruyucu
- Agik/Kapali switch (250 VAC 16A) ® Caligma Sekli
- Mevcut anahtar ile B [imit Switch

B Tork Switch

B Enclosure

NOAH

Actuation

- -20/+70°C
- 3 Faz 220/380/400/415/440/
460/480 VAC, 50/60 Hz

- Elle/Elektrik ile kontrol
- Dahili enkoder ile
- Tork sensori ile

- 3 Ph 220/380/400/415/440/

460/480 VAC, 50/60 Hz
- Built-in Thermal Protection
- Manual / electric operation

- Absolute Encoder

_IP67 m Ambient temperature --20/+70 C
m Power supply
-1 Ph 110/220 VAC, 50/60 Hz - )
- 3 Ph 380/440 VAC, 50/60 Hz Stall Protection
DC24V ® Manual Override
- Open/Close switch (250 VAC 16A) . )
- Handwheel! with switchable m Limit switch
declutchable lever m Torque Switch

www.pvd.com.tr

- Torque Sensor
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v POZiISYONERLER / POSITIONERS ’t

A rotorie Brand

Q ELEKTROPNOMATIK POZISYONERLER (E/P) C E
ELECTROPNEUMATIC POSITIONERS

Q PNOMATIK POZISYONERLER (P)
PNEUMATIC POSITIONERS

Stok Kodu Aciklama

YT - 1000R | Rotary, E/P

YT - 1000L | Linear, Smart E/P

YT - 1200L Linear, Pnomatik P

YT - 1200R | Rotary, Pnématik P

YT - 2400L Linear, Smart E/ P

YT - 2400R | Rotary, Smart E/P

YT - 2500R | Rotary, Smart E/P

YT - 2700R | Rotary, Smart E/P

YT - 2700L Linear, Smart E/P

YT - 3300R | Rotary, Smart E/P

YT - 3300L Linear, Smart E/ P

YT - 250 Paslanmaz Celik Filitre + Regulator
YT - 300 Volume Booster

PTM - 5VR | Rotary Pozisyon Transmitteri

81 YT-2500R

PTM - 6VR Rotary Pozisyon Transmitteri

YT-2700L
. - 84
YT - 200 Aluminyum Filitre + Regulator 83 YT-3300

TMP-3000

PTM-5VR PTM-6VR
86 87

www.pvd.com.tr



POZiSYONERLER / POSITIONERS

)‘ A rotorie Brand
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PNOMATIK PiNCH VANALAR Emm
PNEUMATIC PINCH VALVES A

Pinch Vana, gévdesi igerisine gdnderilen hava ile elastiki contanin
kapanmasi ve goévde icerisindeki hava tahliyesiyle contanin agilmasi
ile akis kontroll saglanan pnématik vanadir. Kontrol igin aktuatér,
reduktor gibi harici pargalara ihtiyag duymaz. Aliminyum, POM,
Paslanmaz Celik govdeleriyle ve DN10 — DN300 boyut araliinda
her trlG kullanimda kendine yer bulmaktadir. Baslica avantajlari
arasinda hareketli pargalarinin olmamasi, akiskana karsi disuk
direng, hafif olmasi, bakim gerektirmemesi, dislik hava tiketimi
ve kullanim kolayligi sayilabilir.

The pinch valve is the pneumatic valve which has the flexibility
sleeve allows the valve to close droptight around entrapped solids
to accomplished by air pressure placed directly on the elastomer
sleeve. It does not need any control unit like actuators or reductors.
There is variously material and size choosen such as aluminium ,
POM and stainless steel for body and DN 10-DN 300 for dimension.

The primary advantages of the pinch valves is free passage,
optimum tightness, low

resistance, no leakage, no plugging, low air volume and low weight.

Baslica kullanildigi endustri alanlar; Applications;

v Pnématik tasiyici sistemler v Pneumatic conveying systems
v Cimento, Kireg,Al¢i / Silo tanklarinda v Cement-/Silo branch
v Demir-Celik / Metal sanayi v Pigments and granulates
103 v Seramik / Cam / Plastik endistrisinde v Ceramics-/glass-/plastic industry
v Gida / ilag / icecek sektériinde v Sewage water industry
v Vakum konveyodr sistemlerinde v Pharmaceutical-/food industry
v Dozajlama / Agirlik sistemlerinde v’ Vacuum -convertor system

v Toz boyama / Kaplama sistemlerinde v Wine industry

/ Flange Connection Pinch Valves Type “V/VF”

h"‘ 'y ‘..'i

Flans Tipleri / Flange variations:

1. Standard altiminyum / Standard aluminium 3. i¢ disli aluminyum / Aluminium flange with intemal thread
2. Paslanmaz celik / gelik kovanh aliiminyum 4. Paslanmaz celik / ¢elik kovanl aliminyum, I¢ disli aliminyum
Aluminium flange with steel / stainless steel bushing Aluminium flange with steel / stainless steel bushing with

intemal thread

= — - — 5. Flans mansetli aliminyum / Aluminium flange with flange

— . — == sleeve
!;:‘_‘—— — ': Malzemeler:
;.7 oy e Gévde: Aliminyum dkim
4 X Flans: Aliminyum dékiim, paslanmaz gelik / gelik kovanli aliminyum dékim, ic

| disli / Flang mansetli aliminyum.
I Contalar : Asinmaya dayanikh dogal kauguk, Gidaya uygun dogal kauguk,
ylksek sicaklik igin dogal kauguk, Nitril kauguk, EPDM, Viton, Silicone,

Neoprene, Hypalon, Butil
Materials:

Body: Cast Aluminium

Flanges: Cast Aluminium, Aluminium flange with steel / stainless steel bushing
with, Aluminium flange with flange sleeve.

Sleeves: Natural rubber antiabrasive, natural rubber food quality, natural rubber
high temp. EPDM, EPDM food bilack, Nitrile food pale, Viton, Silicone, (CR)
Neoprene CSM, Butyle

105
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PNEUMATIC PINCH VALVES

tik ve Hijyenik Pinch Vanalar
“YVMCE”

v PNOMATIK PiNCH VANALAR

A Aseptik model hijyen bakimlardan giivenli
siirecler icin
Baglanti Sekilleri

e Flansli baglant (RF)

e Tri-klamp baglanti (RT)

e Vida digli agiz (RM) (st borusu vida disi)
e Kaynak uclu (R) / (RA)

Malzeme

e Govde : Paslanmaz Celik 1.4408

e Vida digli agz : Paslanmaz Celik 1.4404

e Mansetler: EPDM

e Valf Yluzeyi: Paslanmaz c¢elik Elektropolaj mat

A Yeni olan AKO uretimi VMCE serisinin aseptik pinch vanalari
hijyenik tasarimla éne ¢gikmaktadir.

EHEDG Sertifikali

Yeni pinch vanalari EHEDG sertifikasi

Tip: EL sinifi | ve EL ASEPTIC sinif | tipi uyarinca
e Temizlemesi kolay (CIP 6zelligi)

e Strelize edilebilir (SIP 6zelligi)
e Ve bakteri gegirmez tasarimla 6ne gikmaktadir.

YUY A KO
C€

EHED

zertifiziert! certified

A The flexible modular system Aseptic design for
hygienic safe processes

Connection options:

® Flange Connection (RF)

® Tri-Clamp (RT)

® Threaded spigot (RM)

® |Weld-on ends (R) / (RA)

Material

® Body : Stainless steel 1.4408

® Threaded spigot : Stainless steel 1.4404

® Sleeve : EPDM

® Valve finish : Stainless steel
Elektropolished matt

A The new AKO aseptic Pinch Valves of series VMCE
captivate by their sanitary design.

EHEDG zertifiziert

in accordance with EHEDG certification

type EL Class 1 and Type EL ASEPTIC Class 1.
® Fasy-to-clean (CIP ),

® Sterilizable (SIP - capable), and

e bacteria-tight design

Uﬁﬁﬂﬂfﬂ
‘eheoc

. d
oy ¥

sy 106

Qg

]
15
=
=<

H
e

107

7

108

Flansli baglanti
Flange Connection Tri-Clamp

Tri-klamp baglanti

Kaynak uclu baglanti
Threaded spigot (RJT Connection) Weld-on ends

Vida disli baglanti

Malzemeler Materials:

Govde: Body:

Paslanmaz celik 1.4408 Stainless steel 1.4408
Alliminyum AISI 10Mg Aluminium AISI 10Mg
Plastik POM Plastic POM

Baglanti Kapag: Socket Connection:

Paslanmaz gelik 1.4404 Stainless steel 1.4404
Plastik POM Plastic POM

Tri-klamp baglanti Man§°n :
Tri-Clamp Surtlinmeye dayanikli dogal kauguk, Agik gida maddesi

icin dogal kauguk, EPDM, Agik gida maddesi igin EPDM,
nitril, Acik gida maddesi igin nitril, hipalon, butil,
*ﬁgﬁg #ggdl?saélaﬂtl neopren, silikon, viton
Sleeves:
Natural rubber antiabrasive, Natural rubber food quality,
EPDM, EPDM food quality, Nitrile, Nitrile foodquality,
Hypalon, Neoprene, Silicone, Viton,

Flansl beglanti
Flange Connection

i¢ disli baglanti G/NPT
Internal Thread
Connection G/NPT

Dis disli baglanti
Threaded spigot
(RJT Connection)

110

The flexible modular system for solvable and
aseptic piping connections
The ideal solution for isolation and regulation of solids
of all kinds, suspensions, pastes, gaseous, fibrous
and viscous media.
Advantages
e Flexible modular system
e Various connection options

A Coziilebilir ve aseptik boru hatti baglantilari i¢in
esnek modiiler sistem!

Her tur katt maddeyi sUspansiyonu macunu, gaz
biciminde, kivamli akiskanlari durdurmanin

ve ayarlamanin en ideal ¢6zimd.

Ozellikler

e Esnek modiiler sistem

Cesitli beglanti segenekleri : >

Agirhgr az e Light weight

% 100 serbest iiriin akigi e Complete free passage
Olii bolge yok e No dead spots

e Easy maintenance and re-sleeving
e 100% tight shut off

www.pvd.com.tr e Competitive 19

Kolay conta degisimi
Tam sizdirmazhk
Dusiik maliyet
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PNOMATIK PiNCH VANALAR
PNEUMATIC PINCH VALVES

A I
Ce€

_Iar / Mechanical Pinch Valves type “OV”

A Mekanik pin¢ vanalan :

——

120

izolasyon ve Regiilasyon icin Vana Goéziimleri

Daha buyuk kati partikiller, agsinma ve korozyona &zel
olarak dayanikli olan manset tarafindan her hangi bir
sizdirma olmadan tutulur ve kapatilr.

Aktuator Uygulamalan :

AktUatdr varyantlari el ile déndurtlen bir cark vasitasiyla

manuel olarak calistirlabildigi gibi, cift veya tek etkili
pndématik silindir ile galisan oto varyantlar da olabilir.

122 Py 1234 12 125 ®
® ¥ _B& || F .
o || Ol O)].0.
@ |2 V| ¢ F
DN10 - DN15 DN20 - DN25 DN32 - DN40 DN50
20

A Mechanical Pinch Valves:

Valve solution for isolation and regulation

Even larger solid particles are shut off by the sleeve, which is
particularly resistant to abrasion and corro sion, hence shut off
without leaks.

Actuator variants:

Actuator variants available include manual actuation by means
of a hand wheel or the automatic variant with double or
single-acting pneumatic cylinders.

ABaéIantl tara:

ic disli (DIN EN ISO 228) veya NPT, digerleri istek lizerine
Govdeler / Mansonlar ***

POM dogal gida maddesi igin uygunlugu onaylanmis

POM siyah hava kosullarina mikemmel dayaniklilik

POM iletken Patlama tehlikesi olan alanlar icin

*** Mangon kapaklart DN10+15 nominal dlgllerde, paslanmaz gelik
olarak da (1.4404) mevcuttur.

Mansetler:
Surtiinmeye karsi dayanikli dogal lastik, gida igin dogal lastik, EPDM,
NBR, CSM, IR, CR (neopren), digerleri istek tzerine.

A Connection type:

Internal Thread (DIN 1ISO 228) or NPT, others on request.
Body / socket ends**

POM natural white FDA approved

POM biack excellent weather resistance

POM conductive for areas at risk of explosions

***Stainless steel (1.4404) socket end covers available in nominal
diameter 10+15.

Sleeves:

Natural rubber (NR) anti-abrasive, NR food quality, EPDM, NBR,
CSM, IR, CR (neoprene), others on request.

www.pvd.com.tr



" YUKSEK SICAKLIK DAMPER VANALARI &
Pv BUTTER FLY DAMPER VALVES M MEEEERY

300 °C
600 OC ® On - Off
1 OOO OC ® Oransal / Proportional

www.pvd.com.tr 21
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NERGA Seviye salterleri basin¢li veya atmosfere acik
tanklarda, rezervuarlarda ve depolarda sivi seviye kontrolu
icin kullanihr.

Bu seviye salterleri seviye degisimini algilayarak kontak
verirler.

Bu kontaklar yardimiyla vana, pompa veya diger cihazlar
kontrol edilebilir.

Basincli veya basingsiz soguk su depolari, sicak su depolari,
atik su depolari, yakit depolari, buhar jeneratérleri, buhar
kazanlari, kimyasal madde depolari baslica kullanim

alanlandir.
NERGA CLO02

Baglanti / Connection 1”
Baglanti Malzemesi
Connection Material

Pring / Brass

Paslanmaz Celik
Stainless Steel
SPDT 1 NA .. 1 NK

Samandira / Float Material

Kontak Tipi / Contact Type
Kontak Kapasitesi

NERGA SEVIYE SALTERLERi / NERGA LEVEL SWITCHES

NERGA Level Switches are used for liquid level control in
pressurized or in open tanks, in reservoirs and in depots.
These levels switches detect the changes of the level and
give contact.

With these contacts valves, pumps and other equipments
can be controlled.

Main application areas are pressurized or non-pressurized
cold water tanks, hot water tanks, waste water reservoirs,
fuel tanks, steam jenerators, steam boilers and chemical
tanks.

Contact Capacity 250V /16A
Max. Calisma Basinci
Max. Working Pressure 7 Bar
Max. Calisma Sicakli€l .
Max. Working Temperature 175°C
i ' v
m <
133 134 135
Model P500F8-100 P500AH-100 ‘ P540F8-001
Kullanim Alani Mineral Yaglar, Dizel Yakit Su,Asit Mineral Yaglar,Dizel Yakit Petrol
Application Mineral Oil, Diesel, Petroleum Water, Acids Mineral, Oils, Diesel, Petroleum
Baglant M 16x2 M 16x2 17
Connection
Govde Malzt_emeS| Naylon / Nylon Polypropilene / Polypropylene Aldminyum / Aluminium
Body Material

Naylon / Nylon
Naylon / Nylon
Viton
500 mm PVC

Samandira / Float
Somun / Nut
O-Ring

Kablo / Cable
Elektriksel Baglanti

Electric Connection 2 Telli Kablo / 2 wire coble

Kontak Tipi Reed Kontak NA / NK
Contact Type Reed Contact
Max. Anahtarlama .
Max. Roting 40W /1A / 50V
Akiskan Yogunlugu 0.8

Fluid Density ’

Calisma Sicaklig -10C .. +100°C
Working Temperature

Agirlik / Weight ~24gr

Polypropilene / Polypropylene

2 Telli Kablo / 2 wire coble
Reed Kontak NA / NK

Naylon / Nylon
Naylon / Nylon ---
Silikon / Silicon NBR

500 mm PVC ---

DIN 43650 Konnektor
Reed Kontak NA / NK

Reed Contact Reed Contact
40W /1A / 50V* 40W /1A / <50V
>0,8 >0,85
-10C .. +80°C -10C .. +100°C
~24gr ~100gr

* lletken akigkanlarda giivenlik igin 50 V. tizerine ¢ikilmamalidir. iletken olmayan akigkanlarda max. gerilim 230 V.AC dir.
For Safety max. 50V can be used for conductive liquids. For non-conductive fluid it can be used 230 VAC.
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DEBI, SEVIYE, BASING ve SICAKLIK OLCME ve KONTROL CIHAZLARI
v FLOW, LEVEL, PRESSURE and TEMPERATURE MEASURING and CONTROL

g /
iy
Fy
136 137 138
Seviye Salteri Seviye Salterleri Samandirali Seviye Salterleri Akis Salteri
Level Switch Level Switches Level Switches Flow Switch

140 141 142 143

Plastik Debimetre Metal Debimetre Manyetik Debimetre Dijital Termometre
Plastic Flowmeter Metal Flowmeter Magnetic Flowmeter Digital Thermometer

6 3

€&

45 146 147

| /.

Degisken Alanli Akismetre Manyetik Akis Olger Coriolis Kiitle Akig Olger Flap Tip Akis Olger
Variokle Area Magnetic Inductive Flow Meter Coriolis Mass Flow Meter Flap Flow Meter for Liquids

144

.
¥

148

Metal Tip Akis Olger Vorteks Tip Akis Olcer Basing Transmitteri Diyaframli Manometre
All Metal Variable Area Flow Meter Vortex Type Flow Meter Pressure Transmitter Diaphragm Pressure Gauge
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- Serisi SOLENOID VALFLER !

A serisi PNOMATIK AKTUATORLER
eris PNEUMATIC ACTUATORS

A Serisi PNOMATIK AKTUATORLU VANALAR
A Series SOLENOID VALVES PA Series pPNEUMATIC ACTUATED VALVES

T-PAT 500 Serisi
T-PAT 500 Series

(d

V222 | anesad| D)

T-PAT 500 S

T-PAT 500 Series DUST BAG SHAKER VALVES

T-PVD 700 Ser
T-PVD 700 S

isi PATLAC VALFLER VANALAR

MAT PISTONLU
T-PVD 700 § EUMATIC PISTON OPERATED VALVES

O
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