v BUHAR SOLENOID VALFLERI / STEAM SOLENOID VALVES

buhar kizgin su

Seri / Series T-BU 200
steam boiled

TEKNIK OZELLIKLER TECHNICAL FEATURES """

U Gdvde : Piring (Ms 58) Body : Brass (Ms 58) 316)

U Cekirdek : Paslanmaz Celik Plunger : Stainless Steel

U Diyafram : PTFE, EPDM, VITON Sealing : PTFE, EPDM, VITON

U Kovan : Piring (Ms 58) veya Paslanmaz Celik (AISI 316) Tube : Brass (Ms 58) or Stainless Steel (AISI 316)

U Baglanti : R Digli (DIN 2999, ISO R7) Threaded : R Screw (DIN 2999, ISO R7)

U Akiskan Sicakhigr: PTFE (+100 / +160 °C), Medium Temperature: PTFE (+100 / +160 °C),
EPDM (-20 / +130 °C) EPDM (-20 / +130 °C)

(1 Ortam Sicakhigi : (-20 / +40 °C) Ambient Temperature : (-20 / +40 °C)

U Bobin Giicii : 10 - 14 Watt Power : 10 - 14 Watt

U Soket Soket Koruma Sinifi : IP 65 Connector Protection Class : IP 65

U Bobin Gerilimi : 6,12, 24, 42, 48, 110, 220 AC/DC Coil Voltage : 6,12, 24, 42, 48, 110, 220 AC/DC

U Gerilim Toleransi : +%10V AC/DC Voltage Tolerance : +%10 V AC/DC

U Kullanildigi Yerler : Kizgin Su, Buhar, Sicak Yag. U Applications : for Hot Water, Steam, Hot Oil.
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e Orifis Kv Fark Basing Max.Sicaklik .
Model g!GU Orifice| . | Differential Pressure| Max. Temp. Conta Fﬁ‘ii:lTe DAglk’!iar;:_an
=€ (mm) (m'7h) min. (Bar) |max..(Bar) °C Seal escriptio
T - BU 200 G 1/8" 2.5 24 i i
0.17 0 6 160 Viton Direkt Cekmeli
T - BU 201 G 1/4" 2.5 24 Direct Operated
T - BU 202 25
G 3/8" 12.5 2.6
T - BU 202.A 26
T - BU 203 G1/2" | 145 | 35 25
T - BU 203.A 26
- PTFE
T - BU 204 G 3/4" 17 4.3 0.5 6 160 25
T - BU 204.A 26 Pilot Kontrollu
T - BU 205 \ 27 Diyaframli
T - BU 205.A G1 17 4.3 28 Pilot Operated with
T - BU 209 og | Diapragm
T - BU 209.A G11/4" 40 19.4 30
T - BU 206 0.5 4 130 EPDM| 29
G11/2" 40 19.5
T - BU 206.A 30
T - BU 207 29
G 2" 50 24.0
T - BU 207.A 30

A: Normalde Acik / Normally Open
Not Note: Yas Buharin basing ve sicaklik dederleri icin sayfa 3 tablo-1’ bakiniz. / See Tabble-1 at page 3 for Pressure and Temperature of Vapour.
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