YAKIT SOLENOID VALFLERI / FUEL SOLENOID VALVES
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TEKNiK OZELLIKLER TECHNICAL FEATURES
2 Gévde : Piring (Ms 58)  Body : Brass (Ms 5)
4 Cekirdek : Paslanmaz Celik a Plun:qer: Stamless Steel
U Diyafram : Viton Q Sealing : \{/ton
U Kovan : Paslanmaz Gelik (AISI 316) Q Tube : Stainless Steel (AISI 316)
2 Baglanti : R Disi (DIN 2999, 1O R7) Q Threaded : R Screw (DIN 2999, ISO R7)
Q Akl§kan Sicakhig:: Viton (-10/ +160 °C), a Medium Temperature: Viton (-10 / +160 °C),
2 Ortam Sicakligi : (-20 / +40 °C) Q Ambient Temperature : (-20 / +40 °C)
2 Bobin Giicii : 10 - 14 Watt Q Power: 10 - 14 Watt
0 Soket Koruma Sinifi : IP 65 Q Connector Protection Class : IP 65
) Bobin Gerilimi : 12, 24,42, 48, 110, 220 AC/DC Q Coil Voltage : 12, 24, 42, 48, 110, 220 AG/DC
) Gerilim Toleransi : %10V AC/DC Q Voltage Tolerance : :%10 V AC/DC
0 Kullanildigi Yerler : Fuel Oil ,Yag Q Applications : for Fuel oil, Hydraulic Oil
B Orifis | Kv Fark Basing .
Olcii il - ial Conta|Resim| Aciklama
Model size | 9MCe! (mom) ﬁ'iﬁe(’se:rf'am':ff;a"f Seal |Picture Description
T - YA 400.A 3.2 0 30 34
T-YA401 | [ 25 | | 0 | 0 RUBY| 34 |Direkt Gekmeli
T - YA 401.A 32 | 0 30 g4 |irect Operated
T - YA 402 16 35
T - YA 402.A 16 36
T-YA402.41 | G3/8" 125 |26 | 05 40 35
T - YA 402.1A 40 36
T - YA 403 16 35
T - YA 403.A 16 36
G 1/2" 14.5 3.5 0.5
T - YA 403.1 40 35
T - YA 403.1A 40 36 .
T - YA 404 16 35 E{IothonltroIIu
iyaframli
T - YA 404.A 16 36 )
G 3/4" 17 4.2 0.5 Pilot
T - YA 404.1 40 lviton | 35 |operated with
T - YA 404.1A 40 36 | Diaphragm
T - YA 405 16 37
T - YA 405.A 16 38
T-YA405.1 | G1 1743 |05 40 37
T - YA 405.1A 40 38
T-YAS9S a2 |14 los |0 22
T - YA 409A ' 10 23
T- YA 406 G11/2" | 40 22 0.5 10 22
T - YA 406A 10 23
T - YA 407A 10 23
T-YA408.8 |G 1/8"-3/2 2.5 0.09 | 0.8 25 |ougy| 34 |Direkt Gekmel
T-YA408.4 |G 1/4"-3/2| 2.5 ' ' 25 34 |Direct Operated

A: Normalde Agik / Normally Open
T: Tepeden Girigli / Input from top




